M VARTA

Varta Stock Number: R20S, 4130

Cell Chemistry:
Designation:

Nominal Voltage:

Specifications

Carbon Zinc
ANSI/NEDA - 13D (D),
IEC — R20

1.5 volts

3.0 Oz (84.3 grams)

Energizer Holdings
533 Maryville University Drive, St. Louis, MO 63141
Wwww.rayovac.com

Name: R20S, D CARBON ZINC

ANSI / IEC Standard Dimensions

307"-.374" DIA
(7.8-9.5MM)
‘T Ti { 059" (1.5MM) MIN

Approximate Weight:
Approximate Volume: 3.4 CUIN (55.7 CU CM)
Operating Temp. Range: -18° C to 55° C (0° Fto 130° F)

Shelf Life: 3 years at 21°C
Terminals: Cap and Base
Shell: Metal

Environmental: No mercury added formulation
Meets Environmental Protection
Agency (EPA) Requirements for
landfill disposal

Varta Material Safety Sheets

TYPICAL INITIAL SERVICE AT 70°F (HOURS)

1.70
Application and . )
Duty Cycle Discharge Load Service 1.60
Tov/G 1.50
oy/Game
1 hr./day 22Q 4.5 hrs. . 1.40
Radi %1.30
adlo -
4hrs./day 10Q 28 hrs. S 120
Rel 1.10
elease
24 hrs./day 220 2.4hrs. 1.00
N . 0.90
Lighting/Hift
4 min/15/min, 220 3.7 hrs. 0.80
8 hrs./day
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2.343"-2.421"
(59.5-61.5MM)

1.272"-1.346" DIA

(32.3-34.2MM)

Discharge Curves - IEC Test
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Contents are subject to change without notice and do not constitute a warranty.
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https://data.energizer.com/wp-content/uploads/2019/10/alkaline1019.pdf
https://data.energizer.com/wp-content/uploads/2019/10/alkaline1019.pdf

